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Geotechnical engineering is the branch of civil engineering concernedwith the engineering behavior of earth materials. Geotechnicalengineering is important in civil engineering, but also hasapplications in military, mining, petroleum and other engineeringdisciplines that are concerned with construction occurring on thesurface or within the ground. Geotechnical engineering usesprinciples of soil mechanics and rock mechanics to investigatesubsurface conditions and materials; determine the relevantphysical/mechanical and chemical properties of these materials;evaluate stability of natural slopes and man-made soil deposits;assess risks posed by site conditions; design earthworks andstructure foundations; and monitor site conditions, earthwork andfoundation construction.
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Clients will be aware that bauxite is classed as a Group C cargo in the International Maritime Solid Bulk Cargoes (IMSBC) Code i.e. neither liable to liquefy (Group A) nor to possess chemical hazards (Group B). Bauxite is described as ‘a brownish, yellow claylike and earthy mineral, insoluble in water.’
In order to be classified as Group C bauxite must have properties within the following parameters:Moisture content between 0% to 10%.Size - 70% to 90% lumps, varying between 2.5 mm and 500 mm and 10% to 30% powder.
Section 2.1 of the IMSBC Code, states:“Many fine-particled cargoes, if possessing a sufficiently high moisture content, are liable to flow. Thus any damp or wet cargo containing a proportion of fine particles should be tested for flow characteristics prior to loading”.
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MOISTURE CONTENT (OVEN DRY) – “OVEN HOT”LOCATION: BUKIT GOH (IN-SITU)
Sample No. :  (MINE2 LOC1 BUCKET#1) 1 2
Mass of wet soil + container (m2) g 587.05 573.79
Mass of dry soil + container (m3) g 510.84 496.71
Mass of container (m1) g 236.92 217.11
Mass of moisture (m2  - m3) g 76.21 77.08
Mass of dry soil (m3 - m1) g 273.92 279.60
Moisture Content,w=                    (m2  - m3) % 27.82 27.57(m3  - m1)
Average moisture content w, % 27.69
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Unlike the base metal ores, bauxite does not require complex processing because most of the bauxite mined is of an acceptable grade. Ore quality can be improved by relatively simple and inexpensive processes for removing clay, known as “BENEFICIATION”, which include washing, wet screening and mechanical or manual sorting. Beneficiating ore also reduces the amount of material that needs to be transported and processed at the refinery. However, the benefits of beneficiating need to be weighed against the amount of energy and water used in the process and the management of the fine wastes produced.
Source: http://bauxite.world-aluminium.org/mining/process.html
SUMMARY
Moisture content for Kuantan Bauxite in average is  > 20 % 
Kuantan Bauxite in average is consist of > 30 % fine material (powder) and < 70 % coarse material (lumps)
From SEM test, image analysis prove that there were a lot of fine particles in bauxite samples
In accordance to IMSBC Code, at this current condition, Kuantan Bauxite cannot be categorized as Group C.
CONCLUSION
• Formation of soil from rock was from chemical and/or mechanical weathering processes. In this case, rock & bauxite ore did weathered and contribute to the existence of powder (fine particles). 
• Kuantan bauxite’s % of fine particles is higher than the maximum limit set by IMSBC Code.
• Due to high fine particles (which are soluble), it will absorb much more water compared to granular particles. 
• The increase of fine particles will resulted in increase in moisture content.
• To solve this problem, raw bauxite must go through “beneficiation” process to reduce/eliminate fine particles (powder).
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